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Pergola made from galvanised mild steel  
 
3600mm (L) x 2550mm (W) x 2400mm (H)  
 
Material:  
Galvanised mild steel and powder coated 
 
 
Installation:  
For the products installation, there are holes 
in the base for anchoring embedment bolts 
into concrete foundations laid by others.             
Insert 12mm threaded bolts into holes drilled 
into the concrete slabs and fill with epoxy           
resin or fast motor.  
 
*Below are powder coating options for the              
galvanised metalwork only. 

Steel Frame Pergola  

Standard Colours 

    

     

RAL 9002 RAL 7034 RAL 7016 RAL 9005 

RAL 1004 RAL 3016 RAL 3009 RAL 6002 RAL 5019 

Pastel Colours 

RAL 6034 RAL 2003 RAL 6019 

   

Maintenance:  
Rinse thoroughly once every six months with a 
salt free wash and wax solution and polish with 
a soft clean cloth. 
The powder coated finish should be inspected 
every 6 months for damage. Any areas where 
the surface finish has been compromised or 
removed should be cleaned of debris, and re-
covered using touch up paint. Colour matched 
touch up paint can be purchased form Land-
mark or a local paint supplier. (colour ref in 
above spec) 
 
 
Check fixing connections every six months to 
ensure they are secure and tighten as required. 
 
.   
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